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Carry Card Procedures

Preparing a User Card for Association to Another Phone 

Creating a Carry Card (Backing up the User CIK) 
1. Insert the User Card for the STE  (User Card is the Original KSV21 Card that is associated to

                                                          the STE Phone)
2. Press Menu, Terminal Management 

3. Press Select, Network Settings 

4. Scroll 3X, Remove Crypto Card, Prepare Remote Association 

5. Choose Prepare 

6. Choose Confirm 

7. Insert the Carry Card when prompted (Carry Card can be any KSV21 card, other than the 

                                                                  User Card that you are starting with in Step 1)
8. Remove the Carry Card when prompted 

Associating CIK, via Carry Card, to the 2nd Phone 

1. Insert the TPA Card that is associated to the 2nd Phone into the STE  
2. Press Menu, Terminal Management
3. Press Select, Network Settings 

4. Scroll to Terminal Privileges
5. Press Modify, Terminal Configuration Control 

6. Scroll 3X to Create New Association 

7. Choose Create 

8. Remove the TPA Card and insert the User Card (User Card from Step 1 in first set of 

                                                                             Instructions)
9. Choose Full CIK 

10. Remove the User Card and insert the Carry Card (Carry Card is in reference to Step 7 in first 

                                                                                       set of Instructions) when prompted 

11. Remove the Carry Card and insert the User card when prompted 

12. Press Done

