
SECTERA (Omega) Secure Wireline Terminal Fill Procedure 
 

STEP PROCEDURES 
1.    With the SECTERA Secure Wireline Terminal (SWT) still powered on, remove 
the line cable from the SWT. 
2.    Connect the data cable from the DTD to the SWT. 
3.    Power on the DTD; allow it to process through the startup procedures. 
4.    From the SWT:  Press * to get to the main menu. 
5.    Press SCROLL to enter the Menu system and go to the Key Mgmt Menu. 
6.    Press SCROLL until Security Menu is displayed. 
7.    Press ENTER. If Enter PIN is displayed then continue with next step, otherwise 
go to step 7. 
6.    Enter your ID and 6 digit PIN number and press ENTER. 
7.    View Keys Select? will be displayed.  Press SCROLL until Load Type 1 Key is 
displayed. 
8.    Press ENTER. 
9.    Load Type 1 Key Select? should be displayed.  At this point the Sectéra is one step 
away from receiving key. 
10.  From the DTD:  If 
the DTD does not auto-
boot to a UAS, you 
should see the 
following. If it does go 
to Step 6. 

  

11.  Could also display: 
 
F4_09 
F4_11 
F550 
F570 

 

 

12. 

  
13. 

 

 

14. 

  
15.  After LMD is 
selected Press Main 
Menu. 

 

 

16.  LMD” will appear 
on the right side of the 
screen 

  

Appl     Date    Time    Setup 
Util        Bit                (MAIN)

Fill 
 {Appl}

Loading Application

Xmit Recv {K13}
Utility  [    U] 

Setup sTatus 
Check Delete {UTL} 

Select setup option {Set} 
Protocol Tag 

Select protocol {SET}
Cfd D101  Lmd Stu Timeout

Xmit Recv {LMD}
Utility  [    U] 



17. 

  
18.  Use P DN and P 
UP to identify the key 
to be transmitted, 
highlight Select on the 
screen. 
 

NOTE 
XMT will appear below 
the {XMT} on the 
screen. 

  

19.  Arrow over to 
Send. 

  
20.  Select Direct on the 
Send Menu screen. 

  
21.  From the SWT, Press ENTER. The display will read Waiting for DTD connect. 
22.  Wait for the 
transfer to complete.  
Watch the SWT for the 
display to change to 
Press Enter Key 20 
Times. 

 

 

23.  From the SWT:  Once the DTD begins tranfer the key to the SWT the display will 
indicate “Reading Keying Material”. 
24.  Press and release ENTER key 20 times or until Processing Key Material is 
displayed. 
25.  Once this process is completed the display will indicate View Type 1 Key. 
26.  Press ENTER to view the key’s info or press * to proceed to the next step.  View 
the key’s info by pressing the SCROLL button, when finished, press the ENTER or 
the * key. 
27.  Press ENTER when the display indicates Key Correct. 
28.  If Key Load Finished is displayed, press either the ENTER or the * to finish the 
loading process. 
29.  Disconnect the data cable from the DTD and the Sectéra. 
30.  Return the DTD to its normal storage configuration. 
31.  Reconnect the LINE cable to the Sectéra and return the Sectéra to its normal 
operating configuration. 

Transferring message 1

Attempting to connect… 
/ [ABORT]

Connect to station; 
Press [SEND]/[ABORT]

Send to Direct {XMT}
Bus_Address Terminal_id

Select  Find  sEnd  ↓  {XMT}
TEST XMT

Select  Find  sEnd  ↓  {XMT}
TEST XMT

Select a transmit mode: 
Fill Issue FiLe All
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Standard Adapter
 9 Pin Male to
25 Pin Female

Rear View of Sectera to DTD Cable Ho
Front View
Standard STUIII Adapter 
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